Duratuff Quick Guide — Product Fact Sheet

HOW TO MEASURE & ORDER

Step 1.

Simply measure the area of each wall by multiplying the Length x (module)
Height (use a wastage factor of plus 10%).

*The module height is the actual wall height plus whatever is required to take the wall to a
height divisible by 255mm. (For example: a wall with an actual height of 2405mm will need
to be calculated as being 2550mm high to ensure you buy enough material.)

Step 2.
Deduct the m2 area of openings such as doors/windows to calculate the Net m2 required.
Step 3.

Calculate the total lineal metres of J-Trim required.  (use a wastage multiplier of plus 20%)

J-Trim is used around the perimetre of each opening and penetration including windows,
doors, metre boxes, a/c units and also along piping and other fixtures.

J-Trim is also used to finish at the top of each wall and to start a wall that is set on a deck,
patio, slab etc> ie: any wall that is higher or lower than the bottom plate.

Step 4.

Calculate the total lineal metres of Starter Trim required. (No wastage multiplier necessary)

Keep in mind, a 10-15mm height clearance is required for the Board to be positioned
below this trim and then raised to Clip-Up into place.

Step 5.

Count the Internal Corners and the External Corners — order these as individual units.

REQUIRED TOOLS
DURATUFF can be installed with very basic set of carpentry tools but there are a few tricks.
Do Not use a Circular Saw to cut the boards. The blade will chip rather than cut the Vinyl.

You can install a fine tooth aluminium cutting blade or a common alternative is to use a thin
metal cutting disk in a hand held grinder. Aviation snips are used to cut Trims

RECOMMENDED FIXINGS

Exterior Grade — Button Head / Stitching Screws.

Galvanised Roofing Clouts — with a minimum head diametre of 8mm.

For more information and Fixing Guides visit our website: www.austech.com.au or call 02 9831-1623




